T OF TRANSPORTATION
h': o Special Programs

bockel Na HM-100G; Amdt. No. 173—147}

1041 a,m Hydroxide; Shippers
| Requirements for SI;meents

kagmgs
Maierials Transportauon

[MTB) Regearch and Special
is Administration, DOT.-

al rule.

: wsupd under E)dpcnme Order 122

This findl mle amends the
Materials Regulations to

e the use of non-zpecification

¢ t nks and cargo {anks for the

t mmohigm hydroxide

Yig fio more than 30 percent

¥ weight under specified

nudry 8, 1981, the MTR

notice of proposed

inder Docket HM=166-C;
9..80-9 {46 FR 2126}, which

d fumerous-amendments, all of
7ould relieve some of the cuitent
of rastrictive regulation. Because
gent need fof aqua ammonia by
for their crops, MTB is issning
ndment in an expedifed manner
t the transportation of this

1t agricnltural product in.

2 tanks and carge tanks not

by authorized by the regulations.
11 he ¢vés thal agua ammonia,
talnthg no more than 30 percent

Afa, does not pose a risk sufficient
nt tpquired use of specification
tanke and cargo tanks when
gported in moior vehicles that are
arily operated in local distribution

ICTIVE DATE: This amendment is

§ tiveé Juma 1, 1081; however,
complfgnce with the regulations as
amendéd herein is authorized
immediately.

ADDRESS: Copies of supporting
documents, Regulatory Evaluation and
Envirohmental Assessment are
available for inspectien and
reproduction a! the following address:
Dockets Branch, Department of
Transportation. Research and Special
Programs Administration. Materials
Transportation Bureau, Room 8126, 400

7th Street. $.W., Washington, 1).C. 20590,

(202} 426-3148.
FOR FURTHER INFORMATION CONTACT:
Darrell L. Raines, Chief. Exemptions and
Regulations Termination Branch, Offlice
of Hazardous Materials Regulation,

specsﬁcany pmvxded cor

‘vehicie in non-gpecificafion cargo

requirements of § 17324,

‘-r. L] * * h}‘

: ’Bureau has dstermmed that thia docusne

DEPARTMENT OF TRANSPORTATION g
RESEARCH AND SPECIAL PROGRAMS ADMINISTRATION
WASHINGTON, D.¢. 20590 B

17564

Malerials Transportation Bureaw o
Washington, D.C. 20590, {202) 472‘2?2& ’
Pelay in publication of this -
amendment would be costly to ferti 'gg
companieg snd farmers, and i woul .
result in lower crop yields and hi
costs to consumers. Therefore, M
believes this rulemaking respond
emergency situat;on and xs exe

nfc\i'mév be

In consideration of the.
CFa Part 173 is reviséd b

B pardgrdp’x {a)(:iﬁ) ta: § 1

§173.245 Cortosive ﬁqmds not

no mare than 30 percent ammonia
weight may be-transported by mo

portable tanks that meet the

Hq U.S.C. 1803, 1804, mm;. i (’ER 153
Appendix A w Pdrt 13

. Note.~-The Matenals Tranmortad

will iot result a1 2 “majer rule” under i}
terms Executive Order 12391 and i§ no
significant regulation under D{)T's teg ktﬁry
policy and procedures (44 FR.11034), agr - =
require an environimenlal impact statement
under the National Envirotimental Pel’l'(:y Act
(49 U.8.C. 4321) et seq. ) A regulatory .
evaluation and an envirenmenial agsesgment -
are available for review in the docket. -
lssued at Washmgton, D.6. on March 13
1981. s :
L B. Santman,
Director, Malelm/s 7r0115portntlon J?w‘erm.
[FR Dios. 818453 Filed 5-18-81. §:45 am)
BALLING CODE 4910-60-M
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sacr Parzwz 173,175, 178 and

{Dacket HI-166G; Amdt. Nos. 172-89,
173:18, 176-2¢ 178-67, 17‘9—28}

o ;é:jexvgd was')us
: app,rceyal of the ;

‘ quéstions. The la

and
' anqh. Gfﬁ .
tation Bureau, -

RY mmnwmow. Bn

the Materials "

Bureau publishad a

osed Rulemaking, Docket

368G Notics No. 80-9 [46 FR
proposed a number pf

ud amendrients to the

us Materials Regulations.

0. 808 included a brief

rding each proposa! and

blic comiments prior to tha

late of February 23, 1981. Based

on commants received on this notice,

these proposals are being incorporated

as final amenidments to the Hazardous

Materizle Reguldtions,

One of the propused amendments
included in Notice 80-9 was in referencs
to amitonium hydroxide. Because of the
urgent need for ammonium hydroxide by
farmers for this important agricultural
product, an expeditod amendment was
made to § 173.245(a)(36) and published
in the Federal Register on March 19,

1961 (46 FR 17564). This rulemaking

paragraph (8} whrch
: readmgs" Hxs ma b

 questions rega

- (a) continued testing is
-~ yntil at least twg' Tab

egulation, -

Bureay, Inc., recommend
product not be deleted. B
limited hazard of Rosin
tranisportation, the fact
information w4s furnis
retention, and the str

received from ot v
MTB hereby r
fz-om § 171101 an
Three éommant

should éontact M

subject stated that'_ $ ¢
contingent upon theéir un

results, and thérsafte
testing is necessary:
testing of additional r
continued until af least
tested before the matert
to be noncorrosive; Althat
(1) of Appendlx A in Pat. \
a minimum of six rabbitg are to be
in this test, the MTB agrees that it}
nacessary to put all six of the rabbi

through the test when it is obvious ffom :

the results of the first two rabbils ledted
that the produét is corroswe When the
product being tested is a “borderling™
situaticn, then it is necesdary to test six
or mors. rabbils to detertine whather
the material is or is not corrogive to
skin.

One commenter fecommended that
MTB eliminate the requirement in
§ 173.206(f) for absorbing or neutralizing
the gases tha* may vent from a lithium
battery cell. The MTB dess not agree
with this recommendation because any
release of a hazardous material,
especially during tranisportation by air,
should be completely absorbed or
neutralized. The proposed addition of

L in §1 the |
Materials Tabla is ameﬁe{ed by deleting,
revising, or adding the éntries listed
b@low' i



§ 172.101 Hazardous materials table.

ny [£)] ¢ [t 2] ay (8] Q] [(}] R
Peckaging Maximum net quantily
. in one U Water shipmenis
;:I/ m-a;.:mm:;m Hetard mlt‘::- Label Ty ()] o (2] () (2] el
descr '] olam (] red Exceplions | Specilic Passenger carry- | Cargo Cargo | Pas- | Other requircments
N proper shipping rumber {if not require- ing awrcraly or only vessel senger )
W/{ names excepted menis railear anr- pesscl
araty
s 80
(DRLETRY
L2 N
w | Rosin (eolaphony) og ORMN-C None 173.508 173.1088 L2 1,
s 0
{ADD)
* e
’ supe Oxidi UNZES Oxidizer None 173.107 Porbidden 189 peunds 1.2 1 Keep dry . Stow pwey
from pewdervd metals,
perinanginetes and
combustible paek-
SgIngs wad corgo
Bodium superoxide Oxidizes UN2347 Oxidizer None 173.487 Porbidden 100 pounds 1.2 = ) Keep dry. Stom awpy
from powdared matals,
- o wwd
colbustidie paok-
agings and cargo
. 0
(REVIBR)
. " "
5 | Aliyl adeohoi (RQ-108/ Piammabdle | UNIOWS | Fismmeble | Mone e 1 quart 19 gations
43.0 quie Hiquid and 13 !
Poison
n-Butyl socyanate Plammable UNZ48S Flammabdle None 173.119 1 quart 10 gallons 1,2 3
liquid tiquid and !
Poison
E Cratonaldehyde (RQ-100/ Plummable | UNL143 Flammeable | None 173019 3 quart 1 gallon 1,2 ]
43,9 liquid Tiquid and
Poson
Flammable liquid, Flammabie UN2924 Flam:nable Nons 173.119 T quart | quart 1,2 1
oOrTosive, R.0.5. ligaia liquus and
Corrosive
Flammable liquid, Flammable UN1992 Plammable None 173.118 1 quart 10 galions 1.2 1
poisonous, N.0.S. higuid liquio and )
Paison
Polassium peroxide Oxidizer UN14s} Oxidizer None 173.187 Pordidden 160 pounds 1,3 )2 Keep dry.
. o

BILLING CODE 4910-40-C




, on smmzu'rs
AND PACKAGmés

2 In § 1?&31 paraoraph {a)i5)is .. .
revised: paragraph {b)(3} is amended by

adding the following twa sentences at
the e-xd to read as foﬂaﬁv«;sx

'usééﬂankca:s. i

of this subchapter) R
£ - * * 'f

i:hs

(1) Specification 14, 15A, 16A, or 198

{§§ 178.165, 178.168, 178.185, or 17&191
of this subchapter) b

(d) * £ %

{1} Specification 14, 15A, 18A, or 198
(8§ 178.165, 178.168, 178.185, or 178.191
of this subchapter). * * *

(z) * & # .

(3} Specification 15A, or 19B
{88 178.168; 178.191 of this subchapter).

® x ¥

* * » * *

4.In § 173.63, paragraphs {a){2), {c}{1}.
{c){2}, and (d}(2}, are amended to add
Specification 198 (§ 178.191) in the
introductory text of each paragraph;
paragraphs (b) and (e){1) are revized to
read as follows:

L Jexplqs;ve ingredient in ¢ariridges or

aualsf'ea:ion, mam:enance,apd o 61 (g an&[e}'

1) Sﬁeé;f‘éat;on 14,18A, 16A, or 188 :
{§§ 178.165, 178:188, 176:185, or 178.181"

-3 -
§17&63 H!ghelpbﬂvommid
ingr&dieﬂ

] exploalw

syt :

12) Specifi caho,a 14, 15&, 16A, 0?1931%
{85178.165, 178.168, 178,185 or 178, xm
of this aubu:hapter LA, .

(3) 2% ' :

" (b} High explosiv, : (dynamite) "

containing 10 percent o lessofa ‘qm’d

escribe

of thxs subchapter) Wnoden boxes.

6. Ixt §173.65, ;;aragraphs (a){1), (b)(a),
(c)(1), {){2): and (h){1) are ravised;
paragraphs (g). (i)(1), and (i)}2) are

* amended to add Specification 198

{8 178.191} in the introductory text of
each paragraph to read as follows;

§173.65 High explosives with Ao liquid
expiosive ingtedient nor any ¢hlorate:

a > b w

{1) Specification 14, 15A, 16A, or 198
(5% 178.168, 178.168, 178.185, 178,191 of
this subchapter}. Wooden boxas.
> - - L 2 ]

(b) & * &

{1) Specification 14, 15A, 18A, or 19B

(§§ 178.165, 178.168, 178.185, 178.191 of
this subchapter). Wooden boxes with

- m Spamficatidn 14, 15A, mA. o 198 o
- {88 178.185, 178.168, 178183, or 178. 19

mstde strong paper or cloth bags niot

over @'pomé@capamty éacb p#vk.,d s
with filling up. ; -

8. ln ; 173 s& paragraph (d}m is

. revised to read as follows: .

§17368 mtmaung pnmevs. o
& *

(d) [ 2 2

(1) Specification 14, 15& 163. or ZSB
{3§ 178.165, 178.168, 178.185, 178.141 of
thxa subchapter] Woadem boxes,

9.In § 173.79, paragrap& fa){1} is
reviged to read as follows:

§ 173.79 Jet thrust units (ato), class A
explogives; rocket motors, class A
explosives; Igniters, Jet thrust (Jato), class A

" expiosives; and igniters, rocket motor;

class A explosives.

f’a] L B

{1) Specification 14, 13A, 15E, 16A, or
198 {§§ 178.165, 178.168, £78.17Z, 178.185.
178.191 of this subchaptery. Wooden



boxes, or wooden boxes, fiberboard
lined.

10. In § 173.91, paragraph (a)(2) is
revised; the introductory text of
paragraphs (b)(1), (c}(1). (d){1). (e)(1).
and {g}(1), is revised to read as follows:

§ 173.91 Special fireworks.

(a) - R w

(2) Specification 15A, 15B, 18A, 19A,
or 19B (§§ 178.168, 178.189, 178.185,
178.190, 178.191 of this subchapter).
Wooden boxes. Gross weight not to
exceed 500 pounds.

- * - & -

(b) * & &

(1) Specification 13A, 13B, 16A, 19A,
or 19D (§§ 178.168, 178.169, 178.185,
178.190, 178.191 of this subchapter}.

(c) * & &

(1) Specification 13A, 15B, 18A, 19A,
or 19B (§§ 178.168, 178.168, 178.185,
178.190, 178.191 of this subchapter).

(d) * - a

(1) Specification 13A, 158, 16A. 1%A,
or 19B (§§ 178.168, 178.169, 178.185,
178.190, 178.191 of this subchapter).

- * - * *
e * & &
(1) Specification 15A, 18B, 16A, 19A,
or 19B (§§ 178.168, 178.169, 178.185,
178.190, 178.191 of this subchapter).

* & 8

- * . * *

(8) * 4

(1) Specification 13A, 15B, 16A, 19A,
or 10B (§§ 178.168, 178.169, 178.185,
178.190, 178.191 of this subchapter).
Wooden boxes, or Spec. 12B {§ 178.205
of this subchapter) fiberboard boxes
which must be constructed to comply
with § 178.205-30 of this subchapter.

* A *

. . . * »

11. In § 173.92, the heading and
paragraph (a)(1) are revised to read as
follows:

§ 173.92 Jet thrust units (jato), class B
explosives; rocket motors, class B
explosives; igniters, jet thrust (jato), class B
explosives; igniters, rocket motors, class B
explosives; and starter cartridges, jet
engine, class B explosives.

(a) . * ®

(1) Specification 14, 15A, 15E, 16A, or
198 (§8§ 178.165, 178.188, 178.172, 178.185,
178.191 of this subchapter). Wooden
boxes, or wooden boxes, fiberboard
lined.

. * . . [

12. In § 173.93, paragraphs (a)(5).
(2)(6), (a)(8). (2){9). (a){11), (b}(3}. (d)(3).

-4 -

the introductory text of paragraph (e){1),
and the first sentence in paragraph (g)(1)
are revised to read as follows:

§173.93 Propeflant explosives (solid) for
cannon, small arms, rockets, guided
missites, or other devices, and propeliant
explosives (liquid).

[a) * & &

(5) Specification 14, 15A, or 19B
(85 178.165, 178.168, 178.191 of this
subchapter). Wooden boxes, metal-
lined, Spec. 2F (§ 178.25 of this
subchapter) Gross weight not to exceed

ounds.

fSpecxf’ cation 14, 15A, or 19B
(§§ 178.165, 178.168, 178.191 of this
subchapter). Wooden boxes, or Spec.
23F or 23H {§§ 176.214, 178.219 of this
subchapter) fiberboard boxes, with
inside cloth or paper bags, not
axceeding 25 pounds net weight each
and capable of withstanding at least
two drops on end from a height of 4 feet,
without breakage or sifting of contents.
Outside container not to exceed 50
pounds net weight.
L4 » - - -

(8) Specification 14. 15A. 15B, 15C, or
19B (§§ 178.165, 178.168, 178.169, 178.170,
178.191 of this subchapter). Wooden
boxes, or Spec. 12H, 23F, or 23H
{§§ 178.208, 178.214, 178.219 of this
subchapter) fiberboard boxes, with
inside fiber or metal containers not
exceading 1% pounds capacity each.
Gross weight not to exceed 200 pounds
in wooden boxes or 85 pounds in
fiberboard boxes.

(9) Specification 14, 15A, 15B, 15C, or
19B (§§ 178.165, 178,168, 178.169, 179.170,
178.191 of this subchapter). Wooden
boxes, or Spec. 23F or 23H (§§ 178.214,
178.219 of this subchapter) fiberboard
boxes, with not more than four strong
inside tight metal containers of not more
than 25 pounds each. The gross weight
in fiberboard boxes may not exceed 65
pounds.

[] * - ”* -

(11) Specification 14, 15A, 16A or 19B
(8§ 178.165, 178.168, 178.185, 178.191 of
this subchapter]. Wooden boxes, not
lined, authorized only for grains not less
than 1-inch in diameter or 3 inches in
length, provided such grains are tightly
packed and are coated with a protective
material. Gross weight not to exceed 200
pounds.

(b) L2 2N 2

{3) Specification 15A or 19B
(§5 178.188, 178.191 of this subchapter).
Wooden boxes, metal-lined,
Specification 2F (§ 178.25 of this
subchapter).

(d) ¢

(3) Specification 15A or 19B
(§5 178.168, 178.191 of this subchapter). -
Wooden boxes, metal-lined,

Specification 2F (§ 178.25 of this
subchapter).

(e) L3R 2N 2

(1) Specification 13A, 15B, 15E, or 19B
(8§ 178.168, 178.169, 178.172, 178.191 of
this subchapter). * * *

* * * *

(8"

(1) Solids in tightly closed metal cans
or fiber containers, not excesding 1
pound each, or in inside metal cans or

- fiber containers containing not more
than one grain of propellant, not

exceeding 5 pounds each, and liquids in
polyethylene bottles compatible with
contained liquid, with screw-cap-
closures taped, not exceeding 1-pound
or 16 fluid ounces capacity each, packed
in an outside wooden box, Spec. 15A,
15B, 15C, or 19B {§§ 178.168, 178.169,
178.170, 178.191 of this subchapter); or
outside fiberboard box Spe¢. 12B, 23F, or
23H (§8§ 178.205, 178.214, 178.219 of this
subchapter). * * *

13. In § 173.94, paragraph [a)(l) is
revised to read as follows:

§ 173.94 Explosive power dévices, Class

(a) * t &

(1) Specification 14, 15A, 153, 16A, or
19B (§§ 178.165, 178.168, 178,172, 176.185,
178.191 of this subchapter). Wooden
boxes or wooden boxes, fiberboard
lined.

- » * * *

14. In § 173.95, paragraph (a}(1) is
revised to read as follows:

§ 173.95 Rocket engines (liquid), Class B
explosives.

(a) * & »

(1) Specification 14, 15A, 13E, 16A, or
19B (§§ 178.165, 178.188, 178.172, 178.185,
178.191 of this subchapter). Wooden
boxes or wooden boxes, fiberboard
lined.

* L ] * * -

15. In § 173.108, paragraph (a)(2) is

revised to read as follows:

§ 173.108 Common fireworks, signal
flares, hand signal devices, smoke signals,
smoke candles, smoke grenades, smoke
pots, and Very signal cartridges.

[a) * " N

(2) Specification 15A, 15B, 18A, 19A,
or19B (§§ 173.168, 178.169, 178.185,
178.190, or 178.191 of this subchapter).
Wooden boxes. Gross weight not to
exceed 100 pounds, except gross weight
of 500 pounds is authorized for Very
signal cartridges only.

16. In § 173.109, paragraph (a)(1) is
revised to read as follows:



o '..; ollows; '

§ 173.109 Yoy aps.

e
a

{1} Spacification 15A 15B, 16A, 19A or
198 [§§ 178.168, 178.169, 176.185, 178.190,

178.191 of this subchapter). Wooden
boxes. Gross weight nos 1o exceed 150

pounds. ,
- * * L ]
17. In § 173.111, paragraph (a}(l) is
revxsed to read as followa:
§173.131 Ci

- 193}53 178.168, 1781
- 178191 of this subeha

19A. or 198 [5 5 l?é.ms. 1?8.169 m,m'x o
178188, 178. 190, ﬂfs 191 ai t}ns h

aubchapter).‘ : .
LT -~ .

m) Specnﬁcatien uzAZOOW or
114A340W (9} 179.100, ‘1794101 of this
subchapter). Tank cars. Authorized only
for propylene oxide axcept 112AZ00W
also authorized for acrylonitrile and
dichlorobutene.
~ 2 L] * *

20. In § 173.121, paragraph (a){3) is
revised to read as follows:

§ 173,121 Carbon bbuiﬂde (disulfide).
a) * & #

(3) Specification 15A, 13B, 15C, 16A,
19A, or 19B (§§ 178.168, 178.169, 178.170,
178.188, 178.190, or 178.191 of this
subchapter). Wooden boxes with strong
inside metal containers or with inside
glass or earthenware container not over
5 pints capacity each.

- [ - * »

21.In § 173.122, paragraphs (a}{2) and

{b)(1) are revised to read as follows:

“quart ci
'withlﬂ &gg@

- paragrapii (a)(!) revl

. or19B (§§ 178.168, 178.169, :7& 170-

478,188, 178,191 of this

. wooden boxes and Spes, 12B {§ 17&205

“of this sabchpg(:r) fiberbou, e,
} containiers not nvm- 124. o

.wthmsxde
H me . ! mp
revised 1o réad aa Sfollows: -

. 5 -

§ 173.122 Acrolein, inhibited,

(a] LR

{2} Spacification 18A, 15B, 15C, fﬁA
194, or 19B (§§ 178.168, 178.169, 178, 0.,
178.1857178.190, 178191 of this =~
subchapter). Wooden boxes withistrong
insida tight metal containars not over 5
gallons capacity each.

. - * &

}ii’

{1) Speczﬁeation 15A. 153, 15&3; mA,
) (5. 76 ; 178170,

followa:

© §973124 Bthylens oxide;

) v
{1} Spémﬁcahoﬂ‘w

iapter) .

ounce capacity each. e

- » * - *

24.In §173.133, paragraphs (a}(l) and

_ {b}{1) are ravised to read a3 follows:

§173.133  Spirits of niiroglycem
8) " & @

{1] Specification 13A, 15B, 15C, 16A,
19A, or 19B (§§ 173.168, 178.169, 178.170,
178.188, 178.190, 178.191 of this
subchapter). Wooden boxes lined with
paraffined paper, Spac. 2L (§ 178.30 of
this subchapter), and with inside metal
containers, securely closed with rubber
stoppers tied in place. The inside
containers must be entirely surounded
ber at least 2 inches of dry, fine sawdust
or kieselguhr. Not more than 6 quarts of
this mixture may be packed in any
outside wooden box.

(b) * * -

(1) Specification 15A, 18B, 13C, 16A,
19A, or 19B (§§ 178.168. 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside

subﬁha
"giass eoniamers ]
‘capacity ach, sécorely, glqsal
- cushigned with i‘nwmbustxbu ahsorban

- ‘matenal‘ e i 7 i

glass containers net over 1-quart

capacify each, ¢cushioned by at least 2
inches of dry, fine sawdust or
kieselguhr. -

25. In § 173.134, paragraph (a}(2) is
rsvxsed to read as follows:

§ 173124 Pyrofeda fiquids, n.o.8,

(a)* * *
(2) Specification 184, 158, 18C, or 198
&sn;s 173.me muea 178170, 1?&191 of

ovet 14gallon
and’

§173436 Wﬁmw o

(.) D t' 1

1} Speexficanon 15A, 158, or 19B
(§8 178.168, 178.169, 178.191 of this
subchapter]. Wooden boxes with inside
glass containars not over 1-quart
capacity each, securaly closed and
cushioned with incombustible absorbent
material.

27.In § 173137, paragraph (a)(1} is
revised to read as follows:

§ 173.137 Lithium alurhinum hydride,
ethereal.

(a) * & ¥

(1) Specification 1SA, or 19B
(§§ 178.168, 178.191 of this subchapter).
Wooden boxes with inside glass or
earthenware containers not over 1-quart
capacity each, enclosed in air-tight
metal cans and cushioned with



sufficient incombustible cushioning
material to completely absorb the
conltents in event of leakage.

28. In § 173 139. paragraphs {a)(1) and
(a)(2) are revised to read as follows:

§ 173.139 Ethylevne imine, Inhibited, and
propytene imine, inhibited.

(ﬂ) * 8+

(1) Specification 15A, 15B, or 19B
(§§ 178.168, 178.169, 178.191 of this
subchapter). Wooden boxes with inside
securely sealed glass ampules or glass
bottles. contents not over 16 fluid
ounces or 1-pound each, in tightly closed
metal cans. If more than one ampule or
bottle is packed in a metal can, ampules
or bottles must be separated by
fiberboard partitions. Ampules or
bottles must be cushioned with
sufficient incombustible eushioning
material to completely absorb contents
in event of leakage. Not more than 5
pints of liquid may be packed in any
outside wooden box.

(2) Specification 15A, 15B, 15C, or 198
(8§ 178.168, 178.168, 178.170, 178.191 of
this subchapter). Wooden boxes with
not more than four inside metal drums,
Spec. 37B (§ 178.132 of this subchapter).
not over 1-gallon capacity each, or not
more than one Spec. 37B metal drum of 5
gallons capacity, in one outside box.
Inside drums must be surrounded on all
sides with incombustible absorbent
cushioning material.

L] L ] - t ] L]

29. In § 173.140, paragraph (a)(1) is

revised to read as follows:

§ 173.140 Zirconium, metallic, solutions, or
mixtures thereof, liquid.

(a) . & »

{1) Specification 15A, 15B, 15C, or 1B
(§§ 178.168, 178.169, 178.170, 178.191 of
this subchapter). Wooden boxes with
inside melal containers. Each inside
container shall not contain more than 20
individual glass or porcelain jars, not
exceeding 2-ounce capacity each,
securely closed and completely
cushioned in incombustible cushioning
material in sufficient quantity to
completely absorb the contents in event
of leakage.

30. In § 173.141, paragraph (a){(1) is
revised 1o read as follows:

§ 173.141  Amy! mercaptan, buty!
mercaptan, ethyl mercaptan, isopropyl
mercaptan, propyl mercaptan, and aliphatic
mercaptan mixtures.

(a] * & %

(1) Specification 15A, 15B, 15C, 16A,
19A, or 198 (§§ 178.168, 178.163, 178.170,
178.185, 178.190, 178.181 of this
subchapter). Wooden boxes with
securely closed inside metal containers

._6.._

not over 5 gallons capacity each, or in
tightly closed glass bottles not
exceeding 1-quart capacity each,
securely cushioned in incombustible
cushioning material in sufficient
quantity to completely absorb the
contents in event of leakage.

* * * * »

31. In § 173.143, paragraph (a)(2) is
revised to read as follows:

§ 173.143 Methyichloromethyl ether,
anhydrous.

(a) - w

(2) Specification 15A, 15B, 15C, 16A,
19A, or 19B (§§ 178.168, 178.169, 178.170,
178:185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass or earthenware containers not
over 1-gallon capacity each, except that
inside containers up to 3 gallons each
are authorized when only one inside

container is packed in each outside box.

* * * * E]

32. In § 173.145, paragraph (a)(2) is
revised to read as follows:

§ 173.145 Dimethylhydrazine,
unsymmetrical, and methythydrazine.

(8) . 8 s . .

(2} Specification 15A, 15B, 15C, or 19B
{33 178.168, 178.169, 178.170, 178.191 of
this subchapter). Wooden boxes with
inside glass bottles not exceeding 1-
gallon capacity each, cushioned by
means of vermiculite within tin cans
which shall be tightly closed, or
containers not over 2 quarts capacity
each made of aluminum not less than
0.04 inch thick. Closures and gaskets
must be of material which will not react

dangerously with or be decomposed by
contact with the contents.
* * L] * ]

33. In § 173.154, paragraph (a)(8) is
revised to read as follows:

§ 173.154 Flammable solids, organic
peroxide solids and oxidizers not
specificaily provided for.

(a) * * ¥

(8) Specification 15A, 15B, 15C, 16A,
19A, or 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside

containers.
- » * * -

34. In § 173.155, paragraph (a)(1) is
revised to read as follows:

§173.155 Bags, nitrate of soda, empty and
unwashed.

(B) * * *

(1) Specification 154, 15B, 15C, 16A,
19A, or 19B (§§ 178.168, 178.169, 178.170,
178.185, 176.190, 178.191 of this
subchapter). Wooden boxes.

* . * . *

35. In § 173.158, paragraph (a}()1) is
revised to read as follows:

§ 173.156 Barium peroxide and caicium
peroxide.

(a) k4 A

(1) Specification 15A, 15B, 15C, 16A,
19A, or 19B (§§ 178.168, 178.169, 178.170.
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass containers not over 1-pound
capacity each; or with inside glass
containers not over 5 pounds capacity
each, cushioned with incombustible
cushioning material; or with inside metal
containers or lining, Spec. 2F (§ 178.25 of
this subchapter).

* * * » -

36. In § 173.157, paragraph (a)(i) is
revised to read as follows:

§ 173.157 Benzoy! peroxide,
chlorobenzoyl peroxide (para},
cyciohexanone peroxide, dimethythexane
dihydroperoxide, lauroy! peroxide, or
succinic acid peroxide, wet.

(a) * & * . :
{1) Specification 15A, 15B, 15C, or 198,
{§§ 178.168, 178.169, 178.170, 178.191 of
this subchapter). Wooden boxes with
inside metal containers or lining,
Specification 2F (§ 178.25 of this
subchapter), or with securely closed
inside paper bags lined with-
polyethylene at least 0.002 inch thick, or
with inside aluminum drums of at least’
16 gage metal thronghout. Net weight
{dry weight} in each inside DOT-2F
metal container or in each paper bag
may not exceed 1-pound. Gross weight
may not exceed 200 pounds.
» - * * *

37. In § 173.158, paragraph (a}{1) is
revised to read as follows:

§173.158 Benzoyl peroxide, dry;
chiorobenzoy! peroxide (para), dry;
cyciohexanone peroxide, dry; lauroyl
peroxide, dry; or succinic acid peroxide,
dry.

(a] v o x

(1) Specification 15A, 15B, 19A, or 18B
(§§ 178.168, 178.169, 178.190, 178.191 of
this subchapter), Wooden boxes with
inside fiber containers securely closed
by taping or gluing, or inside securely
closed paper bags lined with 0.002 inch
thick polyethylene, not over 1-pound
capacity each. Except for lauroy!l
peroxide, dry, each inside container
must be surrounded by an appropriate
fire-resistant cushioning material. The
net weight in outside container must not
exceed 50 pounds, except that for

" lauroyl peroxide, dry, a net weight not

over 100 pounds is authorized.
38. In § 173.160, paragraph (a)(1) is
revised to read as follows:



4173,16@ mm and sodium

mmeral packmg matei'x il ot with inside
tightty closed metal cpntainers, not over
10 pounds capacity each.
- - » g
42.In § 173, 175 paragrapb (a}(l} is
reviséd o read as folkqws .

§172.175 Lmu«ban,whcquormipg,
dry. fs

(a) ® % % )

(1) Specification 15A; 15B, 15C, 16A,
194, or 19B (§§ 178.168; 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter), Wooden boxes with inside

thias behapter).

supemxxde must be packéd i
specification containers s foll ‘
(1) Specification 15A, 158, 15 'lGA.

19A, or 19B (§§ 178.168, 178.169, 178.170,

178.183, 178.190, 178.191 of this

subchapter). Wooden boxes with ;nsxde ~

mr~txght metal cans.
4? In § 173.188, pamgraph {a){l) is
revised to read as follows: >

$173.188 Phosphoric anhydride.
(a) * & * R ' ]
{1) Specification 15A, 15B, 15C, or 168
(§8 178.168, 178.189, 178.170, 178.191 of
this subchapter}. Woodén boxes with

5, Spec, 2F(§ i78.23 of,_ '

par 'arapb Wi
'foﬁowk.

1) Specifica j 15&158. 15C, 16A,
19A, or 19 (44§ 178,168, 178.169, 178.170,
178.18& 1781

glass or glazed earthenware containers,
not over 25 poulids capacity each,
cushioned with mineral packmg When
inside contairiets are packed in the
same outside container with other
articles, they must be enclosed in tightly
closed metal cang, Net weight not to
exceed 50 pounds in each outside box.

* * * & *

51. In § 173.193, paragraph (a){1) is
revised to read as follows:




§ 173.193 Picric acid, trinitrobenzolc acid,
or urea nlirate, wet.

(a) * * *

{1) Specification 15A or 198
(§ § 178.168, 178.191 of this subchapter).
W ooden boxes with inside glass or
earthenware containers, cushioned and
tightly closed. The net weight in an
outside package must not exceed 25
pounds dry weight. {See § 173.65{e) for
shipment of wet picric acid, wet
trinitrobenzoic acid and wet urea nitrate
in excess of 25 pounds, and § 173.192 for
exemption up to 18 ounces.)

52.In § 173.195. paragraphs (a}{1) and
{(b)(2) are revised to read as follows:

§173.195 Pyroxylin plastic scrap.

(a) * # & .

(1) Specification 15A, 15B, or 19B
(§8 178.168, 178.169, 178.191 of this
subchapter). Wooden boxes lined, Spec.
2F or 2M (§§ 178.25, 178.31 of this
subchapter). Gross weight must not
exceed 450 pounds each.

(b) A & &

(2) Specification 15A, 15B, 15C, or 19B
{88 178.168, 178.169, 178.170, 178.191 of
this subchapter). Wooden boxes with
tightly closed inside metal containers.

53. In § 173.197, paragraph (a)(1) is
reviced to read as follows:

§ 173.197 Pyroxylin plastics, in sheets,
roils, rods, or tubes.
a) . & n

(1) Specification 15A, 15B, 19A, or 19B
{5% 178.168, 178.169, 178.190, 178.191 of
this subchapter). Wooden boxes.
- - - - *

54. In § 173.201, paragraph (a)(2] is
revised to read as follows:

§ 173.201 Rubber scrap, rubber buffings,
reclaimed rubber, or regenerated rubber.
(a] * 1 *
(2) Specification 15A or 19B
(§5 178.168, 178.191 of this subchapter).
Wooden boxes lined, Spec. 2F or 2ZM
(§8§ 178.25, 178.31 of this subchapter).
* * » » L ¢
55. In § 173.202, paragraph {a)(1} is
revised to read as follows:

§ 173.202 Sodium metal liquid alioy,
potassium metat liquld alioy, and sodium
potassium liquid alioy.

(a) . . -

{1) Specification 15A, 15B, or 19B
{§§ 178.168, 178.169, 178.191 of this
subchapter). Wooden boxes with inside
metal containers of a type examined by
the Bureau of Explosives and approved
by the Asscciate Director for HMR.
Inside containers must be cushioned
with incnmbustible cushioning material.
Each container must have been tested

-8 -

hydrostatically to a pressure of not less
than 60 pounds per square inch. Closing
devices must be protected from injury.
Not more than 300 pounds of sodium or
potassium liquid alloy may be shipped
in nne outside box.
L] L] * L *

58. In § 173.203, the introductory text
of paragraph (a){1) is amended to read
as follows:

§173.203 Tetranitromethane.

(a) * &

(1) Specification 15A, 15B, or 19B
(§§ 178.168, 178.169, 178.191 of this
subchapter). * * *.

57.In § 173.204, paragraph (a)(1) is
revised to read as follows:

§ 173.204 Sodium hydrosulfite.

(a) * & W .

{1} Specification 15A, 15B, 15C, 16A.
18A, or 19B {§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glasa bottles not exceeding 5 pounds
capacity each, or melal containers.

- +* - - *

58. In § 173.205, paragraph (a)(1) is
revised to read as follows:

§ 173.205. Sodium picramate, wet.

(a) R

(1) Specification 15A, 15B, 15C, 16A,
19A, or 19B (§§ 178.188, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass containers not exceeding 1-quart
capacity each, and cushioned in outside
container.

59, In § 173.208, paragraphs (b){(1),
(e)(1} and (f) are revised to read as
follows:

§ 173.208 Sodium or potassium, metaliic;
sodium amide; sodium potassium alioys;
sodium aluminum hydride; Kthium metal;
lithlum silicon; lithium ferro silicon; lithium
hydride; lithium borohydrids; fithium
aluminum hydride; lithium acetylide-
ethylene diamine complex; aluminum
hydride; cesium metal; rubidium metal;
zirconium hydride, powde
- ] - L ] *

(b) - n >

{1} Specification 15A, 15B, or 19B
{55 178.168, 178.189, 178.191 of this
subchapter). Wooden boxes with inside
metal drums, Spec. 37A or 37B
{§8 178.131, 178.132 of this subchapter)
having welded side seams, net weight
not over 30 pounds, or with inside glass
containers, each enclosed in a tin
container.

* * . * *

(e)ﬂit

(1) Specification 15A, 15B. 19A, or 198
{$5178.168, 178.169, 178.191 of this
subchapter}. Wooden boxes with inside
air-tight copper cartridges having a
minimum wall thickness of 0.02-inch.
Cartridges having less than 0.022 inch
wall thickness must be separated or
securely cushioned in the boxes. Gross
weight must not exceed 75 pounds.

(f) Lithium batteries comprised of one
or more cells are not subject to the
requirements of this subchapter, if they
meet the following requirements.

{1) Each cell may contain no more
than 0.5 gram of lithium or lithium alloy.

(2) Each battery may contain an
aggregate quantity of no more than 1
gram of lithium or lithium alloy.

(3) Each cell must be hermetically
sealed.

{4) Cells must be separated so as to
prevenl short circuits.

(5) Batteries must be packed in strong
outside packagings except when
installed in electronic devices.

(6) If a battery contains more than 0.5
gram of lithium or lithium alloy, it may
not contain a liquid or gas thatis a
hazardous material according to this
subchapter unless the liquid or gas, if
free, would be completely absorbed or
neutralized by other materials in the
battery.

60. In § 173.207, paragraphs (a}(1} and
(b)(1) are revised to read as follows:

§ 173.207 Suifide of sodium or sulfide of
potassium, fused or concentrated, when
ground.

(a) LR

{1} Specification 15A, 15B, 15C, 18A,
19A, or 19B (§§ 178.188, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
bottles enclosed in tightly closed metal
cans, or hermetically sealed (soldered)
metal cans.
* » - - [ 3

(b) * & B

{1) Specification 15A, 15B, 15C, 18A,
19A, or 19B (§§ 178.168, 178.169, 178,170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
bottles of not more than 5 pounds
capacity each, or tightly sealed metal
cans.
* L ] * L ] L ]

61. In § 173.208, paragraphs (a)(1) and
(b)(1) are revised to read as follows:

§ 173.208 Titanium metal powder, wet of
dry.

(a) LI B

{1) Specification 15A, 158, or 198
(§% 178.188, 178.189, 178.191 of this
subchapter). Wooden boxes with inside
metal cans not exceeding 1-gallom each,
and not more than 12 metal cans in one



outside box; or not more than 1 ingide
metal can of pot less than 22-guage

metal and not over 10 gallons capacity.
Metal cans must be nghtly closed.

LI S

{1) Specification 15A, 158, or 198
(§§ 178.168, 178.169, 176.190, 178.191 of
this subchapter). Wooden boxes with
inside meta] containers, clasad by push-
in covers, held in place by seldering at
., least four points, or in screw-cap meta
cans. Inside ¢ontainers m t
. 10 pounds net we
. cushioned by.an combustible material,
_ Gmss weight not K vexceedﬂs pounds.
* & * -
: 62 In.§ ’! 3.214; the mtroéuciory téxt
- . of paragrap ad[ Yar
© revised fo, te 3

. §173.214 _mmm

(1) 8p 154,

{55 174,168, 178.169 178101 ef this ..

~ subchapter). Wooden boxes or Spec 8}3

*-gr 6C (3§ 178.98, 17809 of this .~ © -

subchapter) metal drums with ingide
glass or noncarhon. polyethylene
containers havmg net wengm of not over.
10 pounds each. *

* & - * *

* & w

(e

{1} Specification 13A, 15& or 1B
(85 178.168. 178.168, 178.181 of thig
subchapter). Wooden boxes or Spac. 8B
or 8C (§§ 178.98, 178.99 of this
subchapter) or Spec. 17C or 17H
(§§ 178.1185, 178.118 of this subchapter)
matal drums with inside glass or
noncarbon polyethylene containers
havmg net waight of not over 10 pounds
each.* * *

63. In § 173.216, paragraph (a)(1) is
revised to read as follows:

§ 173.216 Zirconium picramate, wet.,

(a) * x ok

(1) Specification 18A, 15B, 15C, 16A,
19A. or 19B (§§ 178.168, 178,169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass containers of not over 1-quart
capacity each, tightly stoppered and
cushioned.

at exaeed whigh'must be maintainéd ata

ight each and must ba

i revisad to read as faﬂ@

25 perdent ~mzb
veatet by - .
;firter th C 2y oA A

L 18A, ormmgi 174.168

i suffidienl g\;anmy ia 3]
.~ lmakdge
- only | or matarials which will n¢ BT Rt
4 dangerously with. orb«etecomposnd by .

“U contadet wuh ; eiaL

«ravwed to rna'd as: fdﬂoﬁa [EREN oF
§173.222 mmw andaceb .

- 9 -

84. In §173.218, paragraph (a){1) is
revised to read as follows:

§ 173.218  isopropyl percarbonate,
a}* '

{1) Specification 15A, 15B, 15C, 18A,
19A, or 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with insxde
glass, earthenware, or metal containers,
of not gver 3 gallons capacity each ‘

temporatura below 0° F.Shipments are -

authorized for transportation by private

or contracy carrier hy momr vehm!e
only: o0 i

68, §173.221, paragraph (4)(2) is

%), 178197 0f

. Metal, containe

benzoyl mm

fay* "

(1) Specifi eanon 15A. 155 ISC, 164,
19A, or 19B (§§ 178.168, 178.169, 178.170,
178.188, 178190, 178.191 of this
subchapter), Wooden boxes with inside
glass or earthenwars conlainers not
over 1-gallon sach, cushioned with
incombuistibla packing material in
sufficient quantity to absorb any
leakage. :

67. In § 173.223, paragraph (a}{1}) is
revised to read as follows:

§ 173.223 Peracetic acid.

(a) * &

(1) Specification 15A, 18B, 15C, 16A,
19A, or 198 (§3 178.168, 178.169, 178.170,
178.188, 173.190, 178.191 of this
subchaptet}. Wooden boxes with inside
glass, earthenware, or polyethylene
containers not over 1-gallon capacity
each, cushioned with sterile absorbent
cotton or other cushioning material
which will not react with the contents to
generate heat. Polyethylene container
must have a vented closure capable of
préeventing leakage of liquid contents,

; inwmhushble packing

. :sesquisyifide and phaspho 'Y
-, heptasulfide must be pa
- lollows, -

o7t subehapter), Wooden baxes with. lnsido
" (soldered) or water-fight metal cans. ., .

Cushiomng material must be in
sufficient quantity to abserb any
leakage. Boxes with inside polyethylene

- gontainers must be marked *'Keep This
' _Slde Up "

+ * * 13 -

88, In § 173.224. pz;ragraph {all1}is
revised to read as follows:

§173.224 Cumemhydroperoﬂda.dw
,gqhmg'oxide.patmnm e
.. hysdtopetoxide, pmemmoxm. -
,lemnwbumisoprow!bem
;hydtoperoxide o S

(B‘l * W

{a} Spe&?lflcahon 155’ isa ’15(:’71% e

-19A: pr198.(§8 17&16&. 17
:¥78:185, 178.190; 1 thi
_subchapter). Woo gﬁ}ia;ees wixh
- glass or edrthenward }

gallon eagh, ¢

fﬁciant quanu:y te

(a) Phosphorusr'm

‘ed'ns; 3

(1} Specifi bahon 15A, 153. of 188
{48 178.168, 178.168, 178191 of this -

metal containers, hermetically gealed

‘with serew- top closures: -«
. .70:In § 173.226, paragmph [a){l) is
revwed to read as followe:

§ 173.226 Thorium meu& powdond.

(a) ® * @

(1) Specification 15A, 158. or 198
{58 178.188, 178.169, 178.191 of this
subchapter). Wooden boxes with inside
metal containers, closed by push-in
covers, held in place by soldering at
least four points, or in scréew-cap metal
cans. Inside containers must not exceed
10 pounds net weight each. Gross weight
not to exceed 75 pounds.

* » L ] * *

71. In § 173.230, the introductory text
of paragraphs (a)(1) and {a)(4) are
revised to read as follows:

§ 173.230 Sodium, metallic, dispersionin
organic solvent.

(a). [




(1) Specification 15A, or 19B
{88 178.168. 178.191 of this

Y+ & o

subchapter).
(4) Specification 15A, or 19B

(8% 178.168, 178.191 of this

subchapter).® * *

72.In § 173.231, paragraph {a}(1) is
revised to read as follows:

§ 173.231 Caicium, metallic, crystaliine.
(a) * * W
(1) Specification 15A, 15B, or 19B
{§§ 178.168, 178.169, 178.191 of this
subchapter). Wooden boxes with inside
airtight metal containers not over 1-
gallon capacity each.
- - * - * N
73. In § 173.233, paragraph (a){1) is
revised to read as follows:

§ 173.233 Nickel catalyst, finely divided,
activated or spent.

(@a* -

(1) Specification 15A, 15B, or 19B
(§% 178.168, 178.169, 178.191 of this
subchapter). Wooden boxes with inside
airtight metal containers having closing
device fastened by positive means {not
friction); or inside airtight glass
containers of not over 1-quart capacity
each, securely cushioned by an
appropriate fire-resistant cushioning
material.

74. In § 173.238, paragraphs (a){(1), (2)
and {3) are revised to read as follows:

§173.238 Aircraft rocket engines
{commerical) and/or aircraft rocket engine
igniters (commerical).

(a) Aircraft rocket engines
{commerical) and their igniters may be
offered for tranportation when of a type
examined by the Bureau of Explosives
and approved by the Associated
Director for HMR to be so described and
classed, and when packaged as follows:

(1) Specification 15A, 15B, 15E, 18A, or
19B {§§ 178.168, 178.169, 178.172, 178.185,
178.191 of this subchapter). Wooden
boxes. Igniters must be packaged in
sealed metal containers examined by
the Bureau of Explosives and approved
by the Associated Director for HMR and
packed in wooden boxes as specified
above when shipped separately from the
aircraft rocket engines.

(2) Aircraft rocket engines
(commerical), when examined by the
Bureau of Explosives and approved by
the Associated Director for HMR may
be packed in the same outside shipping
container with their separately
packaged igniters. Igniters must be
packed in separate sealed metal
containers in strong inside containers.

(3} Aircraft rocket engines
{commerical) and/or their igniters,

=10 -

packed in any other manner than
specified in paragraphs (a) (1) and (2) of
this section, must be in containers of a
type examined by the Bureau of
Explosives and approved by the
Associate Director for HMR.

* * * * .

75. In § 173.239, paragraph (a}{1) is
revised to read as follows:

§173.239 Barium azide—50 percent or
maore water wet.

(a) v oxow

(1) Specification 15A, 15B, 15C, 16A,
19A, 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass bottles not over 1-pound capacity
each. Bottles shall have rubber stoppers
wire tied for securement. If shipment ig
to take place at a time freezing weather
is to be anticipated, a suitable antifreeze
solution must be used to prevent
freezing.
* ” * ® * -

76. In § 173.245, paragraph (a}{7}) is
revised to read as follows:

§ 173.245 Corrosive liquids not
specificaily proved for.

(a) *x ¥ &

(7) Specification 15A, 15B, 15C, 16A,
19A, or 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this )
subchapter). Wooden boxes with inside
containers which must be glass,
earthenware, polyethylene or other
nonfragile plastic material {bags are not
authorized), not over 1-gallon each,
except that inside containers up to 3
gallons are authorized when only one is
packed in each outside container.

* a* * * *

77.In § 173.247, paragraphs {a)(1)},
(a)(5), and (a)(6) are revised to read as
follows:

§ 173.247 Acetyl bromids; acetyl chioride;
acetyl lodide; antimony pentachloride;
benzoy! chioride; boron trifluoride- acetic
acld complex; chromyl chioride;
dichloroacetyl chioride; diphenyimethyl
bromide solutions; pyrosulfury! chioride;
silicon chloride; sulfur chioride (mono and
di); sulturyi chloride; thionyl chloride; tin
tetrachloride (anhydrous); titanium
tetrachloride; trimethy! acety! chloride.

(H) * - »

(1) Specification 15A, 15B, 15C, 18A,
19A, or 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass or earthenware containers not
over 1-gallon each, except that inside
containers up to 3 gallons each are
authorized when only one is packed in
an outside box.

» - » » -

(5) Specification 15A, 15B, 15C, 164,

18A, or 19B (§§ 178.168, 176.169, 178.170,

178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
aluminum bottles of 99 percent pure
aluminum not over 1-gallon capacity
each, having aluminum screw caps with
gasket resistant to contents. Authorized
for chromyl chloride only.

{6) Specification 15A, 15B, 15C, 16A,
19A, or 19B (88 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boses with inside
containers of securely closed soft-lead
tubes having not more than 85 fluid
ounces capacity each, individually
packed in securely closed steel tubes,
with not more than 3 such steel tubes
fastened together as a unit. The inside
units shall be cushioned on all'sides
with an appropriate fire-resistant
cushioning material. Authorized only for
titanium tetrachloride.

. * * * -

78. In § 173.248, paragraph (2)(3) is
revised to read as follows:

§ 173.248. Acid sludge, sludge acid, spent
sulturic acid, or spent mixed acid.

(a] * & I“

(3) Specification 15A, 15B, 15C, 16A,
19A, or 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass or earthenware containers not
over 1-gallon each, except that inside
containers up to 3 gallons each are
authorized when only one is packed in
each outside box.

* * * * *

79. In § 173.249, paragraph (a)(2) and
{b)(3) are revised to read as follows:

§ 173.249 Alikaline corrosive liquids, n.0.8.;
alkaline liquids, n.o0.s.; alkaline corrosive
battery fiuld; potassium fluoride solution;
potassium hydrogen fiuoride solution;
sodium aluminate, liquid; sodium hydroxide
solution; potassium hydroxide solution;
bolier compound, liquid, solution.

(a) * * ®

(2) Specification 15A, 15B, 15C, 18A.
19A, or 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass or earthenware containers not
over 2 gallons each, or with metal
containers, not over 5 gallons each.

- * - . »

‘b) * W

(3) Specification 15A, 15B, 15C, 16A,
19A, or 19B (§ § 178.168, 178.169, 178.170,
178.185, 178.190, 178.181 of this
subchapler}. Wooden boxes with inside
glass or earthenware containers not
over 1-gallon each, or with inside metal
cans, not over 5 gallons each.

* » - » [



80.In § 173 251, the mtm;juemry té&!

fb)m is revised toread ag

sut;ch&pter} Wooden bé:
glass or éartheniware containers o
over 1:gallon each, except that inside

when only one is packed in each oiitside
box

84. In § 173.255, paragra_ph (a)(3) is-
revised to read as follows:

§ 173.255 Dimethyl sulfate, -

f * * *

(3} Specification 154, 158, ISC, 16A,
19A, or 19B (§§ 178.168, 178.169; 178:170,
178.186, 178.190, 178.191 of this
subchapter}. Wooden boxas with one
inside glass container not over 1-quart
capacily, closed by ground glass stopper
or otheér eqully efficient closure securely
fastened in piace, and cushioned within
a hermetically sealad (soldered) metal

containers up ta 3 gatlons are authorized

can with anappro;m tgfige-mxstant
absorl gy fcushx 1

the hqmd is in 'bq

‘and cushioned a

h § section, and
supply deviee,

paragraph (a) of
separated fran

and parts, of ¢ ectr@me equipment bya |

stmng solid wooéen partition.

* * & *

87.1n §173. 351 paragraph {a)(1) is
révised to read aa Eal[ows'

§ 173.261 Fire—exﬂnguisi’m charges,

(3} o

(1) Spemfmahon 15A, 15B, 15C, 16A,
19A, or 19B (§§ 178.188, 178.169, 178.170,
178.183, 178,190, 178.191 of this
subchapter). Woodén boxes with inside
glass containers not over 5 pints each,
and cushioned with an appropriate
cushioning material.

L * * *® L]

al. the can )

19A,or193(§§178{ﬁ$s i

176,185, 176.190, 176,194

is
* subchapter). Wooden buxes with inside

containers which are hydrofluoric acid
resistant. These contaigers are
authorized only for strengths of acid for

* which they are adequate, but in no case

may the strength of acid exceed 70
percent. :

% ¥ * ,_‘i’

. In§173. 265. the spe}lmg of
hydrofluosilicic is correeted to read
hydrofluorosilicic in the heading and
each time it appears in paragraphs {a).
{a)(1), [b}, {c} and (d}; paragraphs {a)}(1)
and (c}{3} are revised to read as follows:



§ 173.275 Hyrdrofluorosilicic acid.

fa}t 7 7

{1} Specification 15A, 15B, 15C, 16A,
19A. or 193 (§§ 178.168, 178.169, 178.170,
178 185. 178.190. 178.191 of this
subchapter). Wooden boxes with inside
cnntainers of natural rubber, ceresine, or
other material of equal efficiency
resistant ta hydrofluoresilicic acid.

- a E * *

bk

fa3"

{3} 3pecification 15A, 15B, 15C, 16A,
10A, or 193 (§§ 178.168, 178.169, 178.170,
178 145, 178.190, 178.191 of this
suhchapter), Wonden boxes with inside
plass conteiners not over 1-gallon
capacily each, with rubper or ground-in
glass stoppers.

* - *

x *

o7, In § 173.2R8, paragraphs (a)(1).
££)'1} and fc){4) are revised to read as
frilaves:

§ 172 274 Hydrogen peroxide solution in
wator,
(a}
{1} Srecification 154, 15B, 15C, 184,
10 or 19B (§8 178,168, 178.169, 178.170,
3-% 1% 178.190, 178.191 of this
snhotariar) Wooden boxes with inside
iace hatt's 5 r9t over 1-quart cdpacity
porh, ot s must have vented closure
#r *r. =t %2 packed in metal container
v i~ at he ttom, packed in another
rotal -~ tai~-r vented at top;
coigeing mstesial shall be used
betreor tazs hottle and inner contairee
<~ 4 harwany in~=+ and outer metal
cente rzrs: cushioning material shall be
ver i Bie o g 3oivalent inan amonnt
2+ 1 =117 tim~e the volume of the
¢ "ton shifped and shall be wet with
at lenal 20 percant water by volume to
whick has heen added a stahilizing
Agont,

ok K

* x * *
voztinn 15A, 15B, 150, 1RA,
114, nr 01 {88 178,16R, 178.169, 178.377
173,53 173 7. 178.191 of this
auti-xnt=r, Wooden boxes with inside
- - ~~ware containers of not
- 1 ~=4i~n capacity each. Inside
- ruat ha well cushioned with
- at= fire-resistant cushioning
+:~ning of inside
0 11 outside wooden boxes by

Pt
)

1y =

" s1~=tjc packing, such as
word - orips or large corks fastened
CR » position, is authorized if the

* aankage will pass the swing
Y- 1 far boxed carboys in
: » 1A {§178.1 of this

fication 15A, 158, 15C, 16A,
N s {33 178.168, 179.169, 178.170,
Caes 1720130, 178.191 of this

-12 -

subchapter). Wooden boxes with inside
containers of pelyethylene, or other
plastic material resistant to the lading,
not over 1-pint capacity or 18 ounces by
weight each. Inside containers must be
securely cushioned with an appropriate
fire-resistant cushioning material.

- * * * *

03. In § 173.267, paragraphs {a)(1) and
(c)(1) are revised to read as follows:

§ 173 267 Mixed acid (nitric and sulturic
acid) (nitrating acid).

{a
(1) Specification 15A, 158, 15C, 16A,
19A, or 198 {§§ 178.168, 178.169, 178170,

178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass bottles not over 7 pounds capacity
each, individually inclosed in tightly
closed metal cans and cushioned therein
with incombustible mineral material,

x * » * *

(C] * ® -

(1) Specification 15A, 15B, 15C, 16A,
19A or 19B (§§ 178.168, 176.168, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass bottles with glass stoppers held in
place by plaster of Paris covered by
strong cloth and securely tied. Glass
bottles h=ving necks with molded serew
threads must be closed by threaded type
arid-resictant plastic caps equipped
with an a!- ctic compaeition cushion and
with gl>sa, prrelein av similar liner
impervione 1o tha 2cid. £1ich caps, when
eocured in place by at lrast nne
ecmplats coptinuons -eead. must be
prmahle ~f preventing ary le Lace of the
acid.

04. I § 173 28R, paragraphs (d)(1)
{e){1), (i)(1) and (i1} are revised to read
2q frllnws:

EIE I
)

* * “«

§+737°8 Nitvie acid,

‘d) * & A

{1} Specificatinn 15A, 15B, 15C, 164,
j9A or 1°2(§§ 172,168, 178.169, 178.170,
178.185, 178.100, 178191 of thiz
subchapier). Woorlen boxes with inside
glass bottles not over 5 pin‘s capacity
esach, individvally inclosed in sightly
closend metal cans and cushirned therein
with appropriate fire-resigtant
cushioning material. (S~e p=racraphs (g}
and (k] nf t' is sectinp).

- * - .« *

[81 + & A

(1} S-ecification 154, 172, 15C 18A,
174 or 161 (§§ 172178, 178189, 178.170,
17R185, 171190, 178,191 ~f ths
sithek~pler). Wooden boxes with inside
glass bottles not aver 5 pinis capacity

each. (See paragraphs (g) and {h) of this
section).

* * - - .

("] * & w

(1) Specification 15A, 15B, 15C, 18A,
19A or 198 {§8 178.168, 1768.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass bottles with glass stoppers held in
place by plaster of Paris covered by
strong cloth and securely tied. Glass
bottles having necks with molded screw
threads must be closed by threaded-type
acid-resistant plastic caps equipped
with an elastic composition cushion and
with glags, porcelain or similar liner
impervious to the acid. Such caps, when
secured in place by at least one
complete continuous thread, must be
capable of preventing any leakage of the
acid.
* * - * *

(j) * ® W

(1) Specification 15A, 15B, 15C, 18A,
19A, 198 or 12B (§§ 178.168, 178.169,
178.170, 178,185, 178.190, 178,191, 178.205
of this subchapter). Wooden or
fiberboard boxes with not over 12 inside
glass ampoules having a capacity of not .
over 4 fluid ounces each. Each ampoule
must be well cushioned with
incombustible mineral packing material,
such as vermiculite or other equally
efficient material, and be packed ina
cylindrical cardboard tube having wall
thickness of at least ¥% inch, with the
inside coeted with wax, and be
equipped with metal bottom and metal
gcrew-cap top. Inside packages must ha
separated by efficient means.

95. In § 173.269, paragraph (a)(1) is
revised to read as follows:

§ 173.263 Perchioric acid.

(a) * & @
(1) Specification 15A, 15B, 15C. 16A,
10A or 19B (§§ 178.168, 178.169. 178.170,

178.183, 178.190, 178,191 of this
subchapter). Wooden boxes with inside
glass bottles not over 5 pints capacity
each, cushioned with incombustible
mineral material in sufficient guantity to
ahsorb any leakage.
- - * *

*

06. In § 173.270, paragraph (a){1) is
revised to read as follows:

§ 173.270 Phosphorus tribromide,

(a) * W *

(1) Specification 15A, 15B, 15C, 18A,
19A or 19B (§5 178.168, 178.169, 178.170,
178.185, 178.199, 178.191 of thig
subchapter). Wooden boxes with inside
glass or earthenware containers rot
over 1-gallon caparcity each, except that
inside containers up to 3 gallons each



are avthorized when anly one container
zs paeked in an cm!sidc bem

' (113‘ f , fSRmc. m&
19A o 19% § 173. 68, 1?@ 178.170,
; 4191 ¢
fooden boxes with inside
1 not aver 1-gallon each

100 In 5 173.:7{ pmmph (a)(1) is
revised to read as follows:

§173.274 ﬂyomfonlcndd.

¢ } Specification 13A, 198, 15C, 16A,
19A or 198 (£§ 178,168, 178.169, 178.170,
178.183, 178190, 178.191 of this
subchapter): Wooden boxes with inside
containers pot over 1-gallon each,
excapt that inside containers not over 3
gallons sach are authorized when only
one container is packed in an outgide
box, as preseribed in Note 1 and 2 to
this section.

- + * * *

_]»%3 -

1‘!‘.‘1;;;:‘\!351733275- paragraph (a){1) is
S et )

”boxes with inside gi

polyethylene contalners

than 1-gallon capacity eagh. Gros
weight must not oxceed &t pounds nor
contain mare than 4 glass or :

. earthenware inside containers if their

capacity is greater than 5 pints each, or
more than six such inside polycthylene
containers.
* ] * * i

104. In § 173.278, pamgrnph (c)m and
{b)(1]) are revised to read as follows:

§ 173.278 Nitrohydrochioric acid:
a) *r e

(1) Specification 13A, 15B, 15C, 18A,
19A or 19B (§§ 178.164, 178.169, 178.179,
178.185, 178.190, 178.191 of this
subchapter). Woaden boxes with inside
glass containers of not over 5 pints
capacity each, individually inclosed in

cmtsida baim
mnteriai.- B

(“ﬁ.b

(1) Speciﬁcqtion 15A, 155. 15(2. 16A
19A or 19B (§§ 178.168, 178169, 178.170,
178,188, 178.190, 178,191 of this
subchapter). Woodeén boxes with inside
glass or earthenware containers not
aver 2 gallons eapacity each which muat
be maintaified at a temperature below
75°F. Shipments are authorized only by
private or contract motor vehicle.

108 In § 173.288, paragraph (a){1) is
revised to read as follows:

§ 173.288 Chicrotormates.

(a) * ¥ &

{1) Specification 15A, 15B, 15C, ot 198
{£8 178.168. 178.169. 178.170. 178.191 of




this subchapter}. Wooden boxes with
inside glass containers of not over 1-pint
capacity each, cushioned with
incombustible mineral material.

* * * * 1]

108. In § 173.291, paragraph (a)(6) is
revised to read as follows:

& 173.291 Flame retardant compound,
liquid,

(a)

(6) Specification 15A, 15B, 15C, 18A,
19A or 19B {§§ 17£.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass or earthenware containers not
over 1-gallon capacity each, except that
containers not over 3 gallons are
authorized when only one is packed in
an outside box.

0 » * * >

110. In § 173.293, paragraph (a)(1} is
revised to read as follows:

§ 173.293 Jodine monochioride.

(a) * * *

(1) Specification 15A, 15B, or 19B
{§% 176.168, 178.169, 176.191 of this
subchapter). Wooden boxes with inside
containers not over 1-quart capacity
each; or with stone or earthenware jugs
not over 1-gallon capacity each.

* * - - «

* ¥

111. In § 173.295, paragraph (a)(1} is
revised to read as follows:

§173.205 Benzyl chioride.

(a) w & & .

(1) Specification 15A, 15B, 15C, 18A,
19A or 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass or earthenware containers not
over 1-gallon capacity each, except that
inside containers not over 3 gallons each
are authorized when only one is packed
in an outside box.

. * . - -

112. In § 173.298, paragraph (a}(1] is
revised to read as follows:

§173.298 Memtetrahydro phthalic
anhydride.

{a) LI 2 2

(1) Specification 15A, 15B, 15C, 16A,
19A or 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass containers not over 1-gallon
capacity each.

113. In § 173.302, the first sentence of
paragraph {a}(2) is revised to read as
follows:

§ 173.302 Charging of cylinders with non-
liquefied compressed gases.

(@) * " °

14 -

(2} Specification 3HT (§ 178.44 of this
subchapter) cylinders for aircraft use
only, having a maximum service life of
24 years. * ' °,

114. In § 173.304, Note 7 to the table in
paragraph (a)(2) is revised: the first two
sentences of paragraph (f)(1) are revised
to read as follows:

§ 173.304 Charging of cylinders with
liquefied compressed gas.

[a) * * &

(z) L B

Note 7.—Specification 3HT cylinders for
aircraft use only, having a maximum service
life of 24 years. Authorized only for
nonflammable gases. Cylinders must be
equipped with pressure relief devices only of
the frangible disc type which meet the
requirements of § 173.34(d}. Each frangible
disc must have a rated bursting pressure
which does not exceed 90 percent of the
minimum required test pressure of the
cylinder. Discs with fusible metal backing are
not permitted. Cylinders. may be shipped only
when packed in strong outside packagings.

* * . - * »

[n * & B .

{1} Inside nonrefillable metal
containers having a capacity not over 32
cubic inches. Containers must be -
packaged in Spee. 12B (§ 178.205 of this
subchapter) fiberboard boxes equipped
with top and bottom pads which will
provide three complete thicknesses of
fiberboard on top and bottom of each
box, or Spec. 15A, 15B, 15C, 19A, or 19B
(55 178.168, 178.169, 178.170, 178.190,
178.191 of this subchapter) wooden
boxes. * * *.

115. Section 173.315 is amended by
revising paragraph (m} (5) and (8) and
adding (7} to read as follows:

§173.315 Compressed gases in cargo
tanks and portabile tank containers.
L] * * * *

(m)tin

(5) 1s loaded to a filling density no
greater than 58 percent;

(6) Is securely mounted on a farm
wagon; and

(7) s operated in conformance with
the requirements of Part 172 of this
subchapter except that shipping papers
are not required.

116.In § 173.329; paragraph (a)(2} is
revised to read as follows:

§ 173.329 Bromacetone; chlorpicrin and
methyl chioride mixtures; chlorplcrin and
nonflammable, nonliquefied compressed
gas mixtures.

(a) * A

{2) Specification 15A, 15B, 15C, 16A,
or 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.191 of this subchapter).
Wooden boxes with inside glass bottles

or tubes in hermetically sealed metal
cans in corrugated fiberboard cartons,
Spec. 2C (§ 178.22 of this subchapter).
Bottles must not contain over 1-pound cf
liquid each, may not be filled to aver 95
percent capacity, must be tightly and
securely closed, and be cushioned in
cang with at least % inch of absorbent
material, Cans must be made of metal at
least 32 gauge United States standard.
Total amount of liquid in outside box
must not exceed 24 pounds.

L - * » -

117. In § 173.331, the introductory text
of paragraph (&) and the fifth sentence
of paragraph (a)(1) are revised to read
as follows:

§ 173.331 Gas identification sets.

(a) Gas identification sets containing
Poison A materials, irritating materials,
and chlorine must be packaged in
Specification 15A, 15B, 19A, or 19B
(58 178.168, 178.169, 178.190, or 178.191
of this subchapter) wooden boxes under
the following conditions: _

{1) * * * The cans must be packed in
Specification 15A, 15B, 19A, or 19B
{§8 178.168, 178.189, 178.190, 178.191 of
this subchapter) wooden boxes. * * *

L ] * L 4 - *

- 118. In § 173.332, the introductory text
of paragraph {c}(1) is revised to read as
follows: :

§ 173.332 Hydrocyanic acid, lquid (prussic
acid) and hydrocyanic acid, liquefied.

(c) . & b
(1) Specification 15A, or 19B
(§§ 178.188, 178.191 of this subchapter).

- » * . &

119. In § 173.345, paragraph {a){1) ia
revised to read as follows:

§ 173,345 Limited quantities of Polson B
Hquids.

(B) .o

(1) In glass packagings not over 1-
quart capacity each, or in metal
containers or polyethylene bottles not
over 1-gallon capecity each, packed in
outside steel, or wooden boxes, barrela,
or drums.
* * » - *

120. In § 173.346, paragraph [a){9]) is
revised to read as follows:

§ 173.348 Poison B liquida not specifically
provided for.

(a) o

{9) Specification 15A, 15B, 15C, 18A,
19A or 19B (§§ 178.168, 178.169, 178.17G,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass or earthenware containers not
over 1-gallon capacity each, except that



inside containers not over 3 gallons are
authorized when only o5 i§ packed in -
each outstde container: or'with inside
metal containers not over. m gallons
capamty each.

. " &

121.1n § 173.347, paragraph {a){1) is
revised to read as follows:

st?3.347 Anmmol

< (1) Specifi

~-15 -
(1) Specification 15A, or 19B

Wooden boxes with inside glass or
earthenware cantainers of notover 1.
pint capacity each, or metal cans,
enclosed in hermetically nealed

(soldered) sh‘oii&meta}cm ) ;_.v

LA [ .

128.In § 173,3!’16r para%aph 1@){2) is |

revised (n mad as folhéw

lgﬁol‘f;g?” i?ﬁ.ié& mmas;imim L2

- 178:185,178.190; 178.191, of this -

subchapter). Woeden boxas with inside. W

glass or earthenware cm!ainm not -
over 1-gallon capacity each; of nside
metal containers not gver 10 gallons

dapacity each and wiﬂ&out galvanizing, ’

*

124.In § 173.353, the introductory text

of paragraph (a)(2) is revised to read a3
follows:

§173.363 Methyl bromide and methyl
bromide mixtures.

(a) * & &

(2) Specification 18A, 15B, 15C, 18A,
19A, 19B or 128 (§§ 178.168, 178.169,
178.170, 178.185, 178.190, 178.191, 178.208
of this subchapter}, * * *

» * * L 2 *

125. In § 173.354, paragraph (a}{1) is

revised to read as follows:

§ 173.354 Motor tuel antiknock compound
or tetraethyl lead.

(a)t'.

128, In 3 173, 35&. paragrapb [53(3) is
revised to read as follm .

91?&3’58 chgthyuamphonpha‘t:.
méthyl parathion, organic phospha
organic phosphorous

compaund, organic
compaund, parathion, tetraethy! dithio
pyrophosphate, avid tetrasthyt
pyrophosphate, fiquid.

(a] - " *®

{3) Specification 15A, 153 or 19B
(58 178.168; 178,168, 178.101 of this
subchapter]. Wooden boxes with inside
metal containers of not over 5 gallons
capacity each,

- * . . .

129, In § 173.359, paragraphs (a)(4)

and (b)(3) are revised to read as follows:

0 §173359 ummhmm:.
(§8 178.168, 178,191 of this subchapter)y: . - Mixtures; mothyl parathion mixtures; -

(53 17&168. 178,109, 178.191 of ﬂm
. subchapter}, Wood
. . glass, polyeth glene. or equally efficient
{ad

(a)l . ~.

{8} Bpeaﬁjcaﬁon 13A, 158. zse 18 or -
1168, 178.1 ~i, 70,178,472, . .

' :an [si'ars.

" grlen 4t 1k 1 ioe s

en boxes with mslde

coritainers not aver 1-quart capacity
each. Glass containers must be securely
packed in hghtly closed metal

......
* * " - .

132. In § 173.365, paragraphs (a)(8)
and (a){9} are rewised to read as follows:

§ 173.365 - Poison B solida not specifically
provided for,

(a] v & .9

(8} Specification 15A or 198
{§§ 178.168, 178.191 of this subchapter).
Wooden boxes with inside paper bags,
securely closed and packed within a
waterproof duplex bag, Spec. 2J
(8 178.28 of this subchapter). Net weight
not to exceed 100 pounds in one oulside
box.



(9) Specification 15A, 15b, 15C, 18A,
19A or 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
metal cans not over 25 pounds capacity
each: glass or earthenware containers
not over 1-gallon capacity each; except
that inside containers of not over §
gallons capacity each and containing
not over 25 pounds net weight are
authorized when only one inside

container is packed in each outside box.

Fiber cans or boxes, Spec. 26 (§ 178.28
of this subchapter), or sliding-top
wooden boxes, lined to prevent sifting,
not over 25 pounds capacity each. Net
weight not to exceed 100 pounds in one
outside box.

» L] * * ]

133. In § 173.369, paragraphs {a)(7)

and (a)(8) are revised to read as follows:

§ 173.369 Carbolic acid (phenol), not
liquid.

(a) s

(7] Specification 15A, 15B, 15C, 18A,
19A or 19B (§§ 178.168, 178.169, 178.170,
178.185, 178.190, 178.191 of this
subchapter). Wooden boxes with inside
glass or earthenware containers not
over 1-gallon or § pounds capacity each,
except that inside containers not over 3
gallons or 15 pounds capacity each are
authorized when only 1 is packed in
each outside box; or with inside metal
containers not over 10 gallons capacity
each.

{8) Specification 15A, 15B, 15C, or 19B
(8§ 178.168, 178.169, 178.170, 178.191 of
this subchapter). Wooden boxes with
inside metal containers, Spec. 2F
{§ 178.25 of this subchapter). Net weight
not to exceed 250 pounds in one outside
box.

134. In § 173.370, paragraphs (a}(1)
and (c)(2) are revised to read as follows:

§ 173.370 Cyanides and cyanide mixtures,
dry.

(a) * & &

{1) Specification 15A, 15B, 15C, or 18B
(§§ 178.168, 178.169, 178.170, 178.191 of
this subchapter). Wooden boxes with
inside metal containers, Spec. 2F
(§ 178.25 of this subchapter), not over 25
pounds capacity each; or hermetically
sealed (soldered) metal lining, Spec. 2F
(§ 178.25 of this subchapter), or in glass
bottles not over 5 pounds capacity each.

* - L] * [

(C} s

(2] Specification 15A, 158, 15C, or 19B
(§§ 178.168, 178.169, 178.170, 178.191 of
this subchapter). Wooden boxes with
inside metal containers, Spec. 2F
{§ 178.25 of this subchapter), not over 25
pounds capacity each; or hermetically

-1l6 -

sealed {soldered} metal lining. Spec. 2¥
{§ 178.25 of this subchapter).

135. In § 173.372, paragraph (a){2) is
revised to read as follows:

§173.372 Mercury Bichloride (mercuric
chloride).

a] - W *

(2) Specification 15A or 19B
{55 178.168, 178.191 of this subchapter}.
Wooden boxes with inside strong paper
bags in tightly closed inside wooden
boxes. ‘

136. In § 173.375, paragraph (a)(1) is
revised to read as follows:

§173.375 Sodium azide.
* b ¥

{1) Specification'15A or 19B
{§§ 178.168, 178.191 of this subchapter).
Wooden boxes with inside paper bags,
securely closed and packed within a
waterproof duplex bag, Spec. 2]
(§ 178.28 of this subchapter). Net weight

not to exceed 100 pounds in one outgide

box. ‘
- * - * *

137. 1n § 173.377, paragraphs (a)2)

and (b)(2) are revised to read as follows:”

parathlon mixtures;
dithiopyrophosphate mixtures; and
tetraethy! pyrophosphate mixtures, dry.
(8) LI B
(2) Specification 15A, 15B, or 19B
(§3 178.168, 178,169, 178.191 of this
subchapter). Wooden boxes with inside
metal or fiber cans not over 12 pounds
capacity each, or paper bags, Spec. 2D
{§ 178.23 of this subchapter), not over
20% pounds capacity each. Inside
containers must be capable of
withstanding the tests prescribed in
paragraphs (c) and {d) of this section.
» » - - *

- * &

(2) Specification 15A, 15B, or 18B
(45 178.168, 178.189, 178.191 of this
subchapter). Wooden boxes with inside
metal cans not over 12 pounds capacity
each. Inside containers must be capable
of withstanding the tests prescribed in
paragraph (c} of this section.

138. In § 173.382, paragraph (a)(3) is
revised lo read as follows:

§ 173.382 Irritating materials, not
specifically provided for.

(a) : * *

(3) Specification 15A, 15B, or 19B
{§§ 178.168, 178.169, 178.161 of this
subchapter). Wooden boxes with inside
metal containers not over 1-gallon

capacity each. Net v . otn.
80 pounds in one outside box.

* * L] #* *

139. In § 173.384, the introductory text
of paragraph {a)(2) is revised to read as
follows:

§ 173.384 Monochloroacetone, stabilized
(a) £l * [ ]
(2) Specification 15A, 15B, 15C, 184,
or 19B {§§ 178.168, 178.169, 178.170,
178.185, 178.161 of this subchapter).

LI . 4

140. In § 173.385, paragraph {a){1) and
Note 1 following paragraph (c) are
revised 1o read as follows:

§ 173.385 Tear gas grenades, tear gas
candles, or similar devices. .

(a) " * * ) . . N

{1) Specification 15A, 15B, 15C, or 198
1§54 178.168, 178.169, 178.170, 178.191 of
this subchapter). Metal-strapped
wooden boxes. Functioning elements not
assembled in grenades or devices mist
be in a separate compartment of these
boxes, or in inside or separate outside
boxes, Spec. 15A, 15B, 15C, or 188 and
must be so packed and cushioned that

~ they may not come in contact with each

other or with the walls of box during
transportation. Not more than 50
grenades and 50 functioning devices
shall be packed in one box and the gross
weight of the outside box must not
exceed 75 pounds.

* - * - .

Note 1.—Grenades or other similar devices
may be shipped completely assembled when
offered by or consigned to the US.
Department of Defense, provided the
functioning element is so packed that it
cannot accidentally function. The outside
containers must be metal-strapped wooden
boxes, Spec. 15A, 158, 15C, or 18B
(88 178.188, 178.169, 178.170, 178.101 of this
subchapter).

141. In § 173.500, the introductory text
of paragraph (b}{2) is revised to read as
follows:

§ 173.500 Oefinitions.

L] * * L] *

(b) * - -

(2) An ORM-B material is a material
(including a solid when wet with water]
capable of causing significant damage to
a transport vehicle from leakage during
transportation. Materials meeting one or
both of the following criteria are ORM-B
materials:

142. In § 173.1060, the entire sectian is
deleted and reserved as follows:



% v W ®
147 In § 178.255+14, the itrod 7 (Amended) . .-
text of paragraph (a) is reviged lo » : § 179.200-7, paragraph [ld] is _ ind at 3 aB5¢
as follows: At d by deleting the botiom liné of are available for review in the dockst,




.._18._

Issued in Washington, D.C., on September
28, 1961.
L. D. Santman,
Director, Materials Transportation Burr .
[FR Doc. 81-29103 Filed 10-7-81; 845 am]
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